Ultra Cube®

Cubicle Track

- Heavy duty extruded aluminum track with durable clear anodized aluminum or white baked acrylic enamel finish
- Versatile track can be used with IV Bag Holders and Safety Loading Unit
- Exclusive Gridclips allow fastening of the track to suspended ceilings without the use of screws or backing
- Color-matched splices, end caps and bends available for quick on-site installation
- Manufactured in 7’ (2.1m), 8’ (2.44m), 9’ (2.74m), 12’ (3.66m) or 16’ (4.88m) lengths to accommodate any application
PART 1 - GENERAL

1.01 SUMMARY
A. Cubicle Tracking Systems

1.02 SECTION INCLUDES
A. Ultra Cube Cubicle Tracking System
B. Track accessories and attachments

1.03 SUBMITTAL REQUIREMENTS
A. Product Data: Manufacturer’s printed product data for each type of cubicle tracking system specified.
B. Detail Drawings: Mounting details with the appropriate fasteners for specific project substrates.
C. Samples: Verification samples of cubicle track, 4” (102mm) long, in full size, with carriers and end cap.
D. Manufacturer’s Installation Instruction: Printed installation instructions for each cubicle tracking system.

1.04 DELIVERY, STORAGE AND HANDLING
A. Deliver materials in unopened factory packaging to the jobsite.
B. Inspect materials at delivery to assure that specified products have been received.
C. Store in original packaging in a climate controlled location away from direct sunlight.

1.05 PROJECT CONDITIONS
A. Environmental Requirements: Products must be installed in an interior climate controlled environment.

1.06 WARRANTY
A. Standard Clickeze® Limited Lifetime Warranty against material and manufacturing defects.

PART 2 - PRODUCTS

2.01 MANUFACTURER
A. Acceptable Manufacturer: Clickeze® Privacy Systems, Inpro Corporation, PO Box 406 Muskego, WI 53150 USA; Telephone: 800.222.5556, Fax: 888.715.8407, www.Inprocorp.com

2.02 TRACK MATERIAL
A. Cubicle Tracking System
1. Ultra Cube, heavy duty extruded aluminum cubicle track with clear anodized aluminum or white baked acrylic enamel finish. Aluminum shall be 6063-T5.

2. Dimensions: height 1 1/8” (29mm), width 1 1/4” (32mm).
   a. White baked acrylic enamel finish
      CE800007-AL - 7’ foot length (2.1m)
   b. White baked acrylic enamel finish
      CE800008-AL - 8’ foot length (2.44m)
   c. White baked acrylic enamel finish
      CE800009-AL - 9’ foot length (2.74m)
   d. White baked acrylic enamel finish
      CE800012-AL - 12’ foot length (3.66m)
   e. White baked acrylic enamel finish
      CE800016-AL - 16’ foot length (4.88m)
   f. Clear anodized finish
      CE800007-AN - 7’ foot length (2.1m)
   g. Clear anodized finish
      CE800008-AN - 8’ foot length (2.44m)
   h. Clear anodized finish
      CE800009-AN - 9’ foot length (2.74m)
   i. Clear anodized finish
      CE800012-AN - 12’ foot length (3.66m)
   j. Clear anodized finish
      CE800016-AN - 16’ foot length (4.88m)

B. Bent sections: Provide factory bent track sections with one-foot radii to mate with straight track sections:
   a. White baked acrylic finish
      CE8092 - 2’ x 2’, 45° bend
   b. White baked acrylic finish
      CE8093 - 3’ x 3’, 90° bend
   c. White baked acrylic finish
      CE8094 - 4’ x 4’, 90° bend
   d. White baked acrylic finish
      CE8095-AN - 5” radius, 7’ arch length
   e. Clear anodized finish
      CE8091-AN - 1’ x 1’, 60° bend
   f. Clear anodized finish
      CE8092-AN - 2’ x 2’, 45° bend
   g. Clear anodized finish
      CE8093-AN - 3’ x 3’, 90° bend
   h. Clear anodized finish
      CE8094-AN - 4’ x 4’, 90° bend
   i. Clear anodized finish
      CE8095-AN - 5” radius, 7’ arch length

2.03 TRACK COMPONENTS
A. Track Attachment: Provide appropriate attachment accessories as required for ceiling grid members.
   1. Flush Gridclip: Flush panel T-bar gridclip;
   2. Track Splice: Provide extruded aluminum splices to join track sections.
   3. Cap Ends: Provide molded thermoplastic end caps for end of track sections.
   4. Track Attachment: Provide appropriate attachment accessories for each type of cubicle tracking system.

3.01 INSTALLATION

A. At completion of the installation, remove any debris and clean surfaces in accordance with the Clickeze® installation instructions.

3.02 PREPARATION
A. General: Prior to installation, clean substrate to remove dust, debris and loose particles.

3.03 INSTALLATION
A. General: Locate the cubicle track as indicated on the approved detail drawing for the appropriate substrate and in compliance with the Clickeze® installation instructions.

B. Installation of Cubicle Tracking Systems:
   1. Install cubicle track, secure, rigid, and true to ceiling line.
   2. Slide carriers onto the track.
   3. Install end cap or stop device.
   4. Secure or suspend track to ceiling system. Install with mechanical fasteners or gridclips.
   5. Install carriers on carriers ensuring smooth operation.

3.04 CLEANING
A. At completion of the installation, remove any debris and clean surfaces in accordance with the Clickeze® clean-up and maintenance instructions.